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Assembly Instructions

Connection Detail

Parts List: Quantities per Truss Tube
(1) - Sleeve Connector

(2) - 3/8-16 x 2 1/2” Hex Bolts

(2) - 3/8-16 Self Locking Nuts

Step 1

Slide Sleeve Connector into Truss Tube
and insert 3/8-16 Bolt in the orientation
shown. Fasten 3/8-16 Nut tightly to 3/8-16
Bolts to assure maximum load capacity.

Step 2

Slide Mating Truss into position and
insert 3/8-16 Bolt in the orientation shown.
Fasten 3/8-16 Nut tightly to 3/8-16 Bolts to
assure maximum load capacity.

Step 3
Double check all bolts and
nuts to ensure that they are
securely tightened.
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Assembly Instructions

Plasma Surface Mount
TAU30

FORtruss

Configure the Clamps on back of Plasma Surface Mount Plate for connection in Verti-
cal or Horizontal Orientation.

To reconfigure Clamp orientation, loosen Screws that attach the Clamps to the
Plate, rotate Clamps in orientation needed as shown below and re-tighten Screws.
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Surface Mount

Peerless
Brackets
BN Vertical Orientation P Horizontal Orientation —& | ———
; Step 2
\ X ' Connect the Plasma Surface Mount to Truss at desired
>\ location securely with attached Pipe Clamps.
a J Truss

Plasma

Surface Mount 7. T
0

ﬂ\ Clamp

Horizontal Orientation

Step 3 /

Connect the Peerless Brackets to your Plasma fol-
lowing instructions in Peerless Installation and Assem-
bly documentation provided by manufacturer.

Peerless Brackets

Step 4

Hang your Plasma with
attached Peerless Brack- '
Plasma ets onto Plasma Surface Mount and secure
following instructions in Peerless Installation
and Assembly documentation provided.

11 stAmark
N

6536 Main Street NE voice: 763.574-7474
Minneapolis, MN 55432 800.328.2495
e-mail: info@stylmark.com fax: 763.574.1415

web: www.stylmark.com 52678 (3/2010)



Assembly Instructions

Cable Gripper Connection

Step 1

Attach the suspension
Cable to a secure ceiling
structure. One end of the
Cable has a Cable Loop. If
so desired, loop the Cable
around the ceiling structure
for attachment. Only if it is
in accordance with local

Step 2
Feed the Cabile into the

Cable Gripper from the Safety

top. The Gripper mecha- Bolt

nism will not allow you to Cable
pull the Cable back out Gripper
without loosening the p

Safety Bolt and pressing
down. Then remove the

building codes. Cable Pipe Clamp nut and bolt
(if connected). Spread the
Cable Loop Pipe Clamp apart to Kt
around the Truss Tube.
Truss Tube
Step 3 Step 4

Bolt the Pipe Clamp together
with the Hardware provided.

Pull the Cable to desired
length. Once all the con-
nections are made, tighten Cable
any loose connections.
Cut any excess cable.

Warning safety bolt on the cable gripper must be tightened.

Important

Care must be taken to use cable and installation of cable as per applicable building and safety codes.

All connections must be fully tightened when completed to insure maximum holding strength! Do NOT attach the
cable on the truss systems connections. Hang cables at least 2 per truss or as required to handle loading and balance of the
truss structure. Cables shall not be spaced more than 8 to 10 feet apart. Ceiling support structure must be rated for the total
weight in accordance with the American Iron and Steel Institute and/or as determined by a Professional Engineer/Architect.
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Assembly Instructions

Lap Top Kit
TAU37
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FORiruss

Parts List:
(1) - Laptop Shelf
(2) - Shelf Brackets

(8) - Screws Lapton Shelf
(4) - Nuts aptop she
(4) - Pipe Clamps
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Step 1

A s
Pipe Clamps Y
Screws &
Nuts
Bottom of \
Laptop Shelf
2 2

Refer to Label on bottom of Laptop Shelf and locate holes marked “C”, and edge
marked “E2” (use Label to orient shelf & determine edge “E2”).

» Shelf Brackets

Laptop Shelf

—— 0.375

Bracket Tubes

Shelf Edge
SIDE VIEW

Truss
Structure

Laptop
Shelf

PipeQ
Clamps

Step 2

Connect Shelf Brackets to the Laptop
Shelf using holes marked “C” on label
with Screws.

Step 3

Insure that Bracket Tubes are oriented
as shown with Shelf Edge marked “E2”
on label and tighten screws.

Step 4

Attach Laptop Shelf with Brackets to
Truss Structure in desired location with
Pipe Clamps.
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Assembly Instructions

Flat Screen Hanging Mount

Step 1

Slide the U-Bolts over the For-
truss Tubes. Using the 1/4-20
Nut attach the Truss Mounting
Plate to the truss as shown.

Step 2
Thead the Extension Pipe into the
Truss Mounting Plate.

Step 3

Align the Slot in the Extension Pipe with
the Hole in the Truss Mounting Plate.
Insert the Screw (found w/ the hardware
for the monitor mount) to secure the
Extension Pipe, as shown.

Step 4
Instructions for monitor mount assembly . .
are in the box with the monitor mount. Extension Pipe
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