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Assembly Instructions

Chord Clamp Connection
AAU2
See Page 2 of 2 for More Details.

SNAPIiruss

PAT.US 4776721

AAU2 Connection AAU2-A Connection

Step 1 Step 1

Rest the Truss Chord into the Chord Clamp. Screw Screw Chord Clamp to the Chord Collar with the Flat
Thumbscrew into the end of the Chord Collar Head Bolt.

through the Chord Clamp.
Step 2

Rest the Truss Chord into the Chord Clamp. Screw
the Wing Nut on to the Thumbscrew to complete the
connection.

Thumbscrew

Truss Chord

Chord CoIIar/

Thumbscrew
™ Chord Collar
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Assembly Instructions -

Chord Clamp Connection
AAU2
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Assembly Instructions

LCD Surface Mount
AAU14
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SNAPIiruss

PAT.US 4776721

Step 1

Configure the Clamps on back of LCD Surface Mount Plate for connection in Vertical
or Horizontal Orientation.

To reconfigure Clamp orientation, loosen Screws that attach the Clamps to the
Plate, rotate Clamps in orientation needed as shown below and re-tighten Screws.

|
LCD !
Surface Mount ‘

4
<

Peerless
Brackets

Step 2
Connect the LCD Surface Mount to Truss at desired
location securely with attached Pipe Clamps.

Screws

P
. Horizontal Orientation

LCD

Horizontal Orientation

Surface Moun{tﬁ
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Step 3

Connect the appropriate Peerless Bracket to your
LCD following instructions in Peerless Installation and
Assembly documentation provided by manufacturer.

Step 4
Hang your LCD with attached Peerless
Bracket onto LCD Surface Mount and se-
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cure following instructions in Peerless Instal- <
LCD é lation and Assembly documentation provided. %<§Z
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Assembly Instructions

Flat Screen Hanging Mount

SNAPIiruss

PAT.US 4776721

Step 1

Slide the Chord Clamps over the Sn-
aptruss Tubes. Using the Thumbscrew
and Wing Nut to attach the Truss
Mounting Plate to the truss as shown.

Step 2
Thead the Extension Pipe into the
Truss Mounting Plate.

Step 3

Align the Slot in the Extension Pipe with
the Hole in the Truss Mounting Plate.
Insert the Screw (found w/ the hardware
for the monitor mount) to secure the
Extension Pipe, as shown.

Step 4
Instructions for monitor mount assembly
are in the box with the monitor mount.

Thumbscrew g

T Extension Pipe
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Assembly Instructions

Lap Top Kit
AAU37

SNAPIiruss

PAT.US 4776721

Parts List:

(1) - Laptop Shelf
(2) - Shelf Brackets
(8) - Screws

(4) - Nuts

(4) - Pipe Clamps

Laptop Shelf
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See Instruction Sheet Label for 44232
for Orientation Application 06/06/05

Step 1

e&&ﬁﬁb
Screws &
Nuts

Bottom of
Laptop Shelf

OOB BOO /

E1

Refer to Label on bottom of Laptop Shelf and locate holes marked “B”, and edge
marked “E1” (use Label to orient shelf & determine edge “E1”.

Shelf Brackets

Laptop Shelf

Bracket Tubes

Shelf Edge
SIDE VIEW

Truss
Structure

Laptop
Shelf

Pipe\ q
Clamps

Step 2

Connect Shelf Brackets to the Laptop
Shelf using holes marked “B” on label
with Screws.

Step 3

Insure that Bracket Tubes are oriented
as shown with Shelf Edge marked “E1”
on label and tighten screws.
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Step 4

Attach Laptop Shelf with Brackets to
Truss Structure in desired location with
Pipe Clamps.
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